
Come dimensionare una catena fleyer

Nelle tabelle seguenti troviamo tre serie di catene
fleyer, la LL, la AL e la BL
Le catene AL (norme americane) e LL (norme euro-
pee) vengono principalmente utilizzate con carichi sta-
tici e frequenze fino a 100 volte al giorno.
Le catene BL (norme americane) vengono utilizzate in
situazioni con carichi anche improvvisi e dove la fre-
quenza va dalle 100 alle 1000 volte al giorno.

Selezione

Per prima cosa bisogna conoscere le seguenti condi-
zioni d’utilizzo.
1) Velocità della catena.
2) Frequenza d’utilizzo giornaliero
3) Carico di lavoro incluso il peso degli attacchi, la

forza inerziale e la forza d’impatto.

Quando la velocità della catena supera i 30 m/min o la
frequenza d’uso supera le 1000 volte al giorno con-
viene utilizzare una catena a rulli.

In base a quanto già scritto si determina la tipologia di
catena da utilizzare. (LL o AL o BL)
Una volta scelta la tipologia si passa alla scelta speci-
fica della catena che avviene risolvendo la seguente
disequazione:

Q x Sf x C  <= Kr

Dove:

Q Carico di lavoro
Sf Fattore di servizio (vedi tabella a)
C Coefficiente di sicurezza (vedi tabella b)
Kr Carico di rottura della catena

Tabella a

1

How to dimension a fleyer chain

In the following tables three series of fleyer chains are
found – LL, AL and BL.
AL chains (American standard) and LL (European
standard) are mainly used with static loads  and fre-
quency up to 100 times a day.
The BL chains (American standard) are used in situa-
tions with sudden loads and where frequency ranges
from 100 to 1000 times a day.

Selection

In the first place, you need to know the following con-
ditions of use.
1) Chain speed.
2) Frequency of daily use.
3) Working load including the weight of attachments,

inertial force and impact force.

When chain speed exceeds 30 m/min or the frequency
of use exceeds 1000 times a day, it is advisable to use
a roller chain.

Based on the above, the typology of chain to be used
is determined (LL or AL or BL).
Once the typology has been chosen, we proceed to
the specific choice of the chain, made by solving the
following inequality:

Q x Sf x C  <= Kr

Where:

Q Working load
Sf Service factor (see table a)
C Coefficient of safety (see table b)
Kr Breaking load of the chain

Table a

Operating conditions Service factor Chain type

Smooth starts and stops and slight 
load variations 1.1 Series AL or LL
Frequent starts and stops, load variations 1.3 Series AL, LL or BL
Frequent and rapid starts and stops, 
load variations and possible shocks 1.5 Series BL

Chain type Frequency of use Coefficient
and chain speed of safety

Series AL or ALL 10 to 100 times a day 9 to 12
Up to 30 m/min

Series BL 10 to 100 times a day 10
Up to 30 m/min

Tipo di catena Frequenza d’utilizzo e Coefficiente
velocità della catena di sicurezza

Serie AL or ALL da 10 a 100 volte al giorno da 9 a 12
Fino a 30 m/min

Serie BL da 10 a 100 volte al giorno 10
Fino a 30 m/min

Condizioni operative Fattore di servizio Tipo di catena

Partenze e fermate dolci e piccole
variazioni di carico 1.1 Serie AL or LL
Partenze e fermate frequenti, variazioni di carico 1.3 Serie AL, LL or BL
Frequenti e rapide partenze e stop
variazioni di carico e possibili colpi 1.5 Serie BL

Tabella b Table b
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